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Quality
The C7 Engine is manufactured to stringent standards in order to 
assure satisfaction with reliable, quiet, and dependable durability. 

High Performance
Turbocharging with smart wastegate offers fast response, highpower, 
and increased torque.

Fuel Efficiency
Fuel consumption is optimized for truck application. 

Low-Cost Maintenance
Engine design delivers ease of maintenance and simplifies the 
servicing routine. Multi-vee belts, and a 500-hour oil change intervals 
enable low-cost maintenance.

I-6, 4-Stroke-Cycle Diesel

Bore.. . . . . . . . . . . . . . . . . . . . . . . . .110 mm (4.33 in)

Stroke.. . . . . . . . . . . . . . . . . . . . . . . 127 mm (5.00 in)

Displacement.. . . . . . . . . . . . .  .  .  .  7.2 L (439 cu.in)

Aspiration.. . . . . . . . . . . . .Turbocharged-Aftercooled

Compression Ratio.. . . . . . . . . . . . . . . . . . . . . 16.5:1

Fuel System. . . . . . . . . . . . . . . . . . . . .HEUI Injection

Rotation (from flywheel end). . . . Counter Clockwise

Capacity for Liquids

Cooling System.. . . . . . . . . . . . 15.2 L (16 U.S. qts)

Lube System (refill) sump

dependent .. . . . . . . . 13-16 L (13.7-16.9 U.S. qts)

Engine Weight, Net Dry

(approximate).. . . . . . . . . . . . . . . . 715 kg (1576 lbs)

MAX ALT . . . . . . . . . . . . . . . . . .  3048 M (10,000 ft.)

Engine Includes:
 ü  Fuel system;  

• High Pressure Hydraulic Pump 
• HEUI Electronic Injectors

 ü  ECM/ECU
 ü  Turbo Charger w/ Wastegate
 ü  Starter Motor
 ü  Air compressor
 ü Brackets & Belt Tensioners

C7 TRUCK ENGINE
NEW “TAKE-OFF”
PART# 3449495
SERIAL# RMF09228

ENGINE SPECIFICATIONS


